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conveyance and from the primary con-
veyance to the animal holding area of
the terminal facility, including loading
and unloading procedures, shall provide
the following:

(1) Shelter from sunlight. When sun-
light is likely to cause overheating or
discomfort, sufficient shade shall be
provided to protect the marine mam-
mals from the direct rays of the sun
and such marine mammals shall not be
subjected to surrounding air tempera-
tures which exceed 29.5° C. (85° F.), and
which shall be measured and read in
the manner prescribed in § 3.117 of this
part, for a period of more than 45 min-
utes.

(2) Shelter from cold weather. Trans-
porting devices shall be covered to pro-
vide protection for marine mammals
when the outdoor air temperature falls
below 10° C. (50° F.) and such marine
mammals shall not be subjected to sur-
rounding air temperatures which fall
below 7.2° C. (45° F.), and which shall be
measured and read in the manner pre-
scribed in § 3.117 of this part, for a pe-
riod of more than 45 minutes unless
such animals are accompanied by a
certificate of acclimation to lower
temperatures as prescribed in § 3.112(c).

(b) Care shall be exercised to avoid
handling of the primary enclosure in
such a manner that may cause physical
or emotional trauma to the marine
mammal contained therein.

(c) Primary enclosures used to trans-
port any marine mammal shall not be
tossed, dropped, or needlessly tilted
and shall not be stacked in a manner
which may reasonably be expected to
result in their falling.

[44 FR 36874, June 22, 1979, as amended at 49
FR 26686, June 28, 1984]

Subpart F—Specifications for the
Humane Handling, Care,
Treatment, and Transportation
of Warmblooded Animals
Other Than Dogs, Cats, Rab-
bits, Hamsters, Guinea Pigs,
Nonhuman Primates, and Ma-
rine Mammals

AUTHORITY: Secs. 3, 5, 6, 10, 11, 12, 16, 17, 21,
80 Stat. 351, 352, 353, as amended; 7 U.S.C.
2133, 2135, 2136, 2140, 2141, 2142, 2146, 2147, 2151.

SOURCE: 36 FR 24925, Dec. 24, 1971, unless
otherwise noted. Redesignated at 44 FR 36874,
July 22, 1979.

FACILITIES AND OPERATING STANDARDS

§ 3.125 Facilities, general.
(a) Structural strength. The facility

must be constructed of such material
and of such strength as appropriate for
the animals involved. The indoor and
outdoor housing facilities shall be
structurally sound and shall be main-
tained in good repair to protect the
animals from injury and to contain the
animals.

(b) Water and power. Reliable and ade-
quate electric power, if required to
comply with other provisions of this
subpart, and adequate potable water
shall be available on the premises.

(c) Storage. Supplies of food and bed-
ding shall be stored in facilities which
adequately protect such supplies
against deterioration, molding, or con-
tamination by vermin. Refrigeration
shall be provided for supplies of perish-
able food.

(d) Waste disposal. Provision shall be
made for the removal and disposal of
animal and food wastes, bedding, dead
animals, trash and debris. Disposal fa-
cilities shall be so provided and oper-
ated as to minimize vermin infesta-
tion, odors, and disease hazards. The
disposal facilities and any disposal of
animal and food wastes, bedding, dead
animals, trash, and debris shall comply
with applicable Federal, State, and
local laws and regulations relating to
pollution control or the protection of
the environment.

(e) Washroom and sinks. Facilities,
such as washrooms, basins, showers, or
sinks, shall be provided to maintain
cleanliness among animal caretakers.

[36 FR 24925, Dec. 24, 1971. Redesignated at 44
FR 36874, June 22, 1979, and amended at 44 FR
63492, Nov. 2, 1979]

§ 3.126 Facilities, indoor.
(a) Ambient temperatures. Tempera-

ture in indoor housing facilities shall
be sufficiently regulated by heating or
cooling to protect the animals from the
extremes of temperature, to provide for
their health and to prevent their dis-
comfort. The ambient temperature
shall not be allowed to fall below nor
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rise above temperatures compatible
with the health and comfort of the ani-
mal.

(b) Ventilation. Indoor housing facili-
ties shall be adequately ventilated by
natural or mechanical means to pro-
vide for the health and to prevent dis-
comfort of the animals at all times.
Such facilities shall be provided with
fresh air either by means of windows,
doors, vents, fans, or air-conditioning
and shall be ventilated so as to mini-
mize drafts, odors, and moisture con-
densation.

(c) Lighting. Indoor housing facilities
shall have ample lighting, by natural
or artificial means, or both, of good
quality, distribution, and duration as
appropriate for the species involved.
Such lighting shall be uniformly dis-
tributed and of sufficient intensity to
permit routine inspection and cleaning.
Lighting of primary enclosures shall be
designed to protect the animals from
excessive illumination.

(d) Drainage. A suitable sanitary
method shall be provided to eliminate
rapidly, excess water from indoor hous-
ing facilities. If drains are used, they
shall be properly constructed and kept
in good repair to avoid foul odors and
installed so as to prevent any backup
of sewage. The method of drainage
shall comply with applicable Federal,
State, and local laws and regulations
relating to pollution control or the
protection of the environment.

§ 3.127 Facilities, outdoor.
(a) Shelter from sunlight. When sun-

light is likely to cause overheating or
discomfort of the animals, sufficient
shade by natural or artificial means
shall be provided to allow all animals
kept outdoors to protect themselves
from direct sunlight.

(b) Shelter from inclement weather.
Natural or artificial shelter appro-
priate to the local climatic conditions
for the species concerned shall be pro-
vided for all animals kept outdoors to
afford them protection and to prevent
discomfort to such animals. Individual
animals shall be acclimated before
they are exposed to the extremes of the
individual climate.

(c) Drainage. A suitable method shall
be provided to rapidly eliminate excess
water. The method of drainage shall

comply with applicable Federal, State,
and local laws and regulations relating
to pollution control or the protection
of the environment.

§ 3.128 Space requirements.

Enclosures shall be constructed and
maintained so as to provide sufficient
space to allow each animal to make
normal postural and social adjust-
ments with adequate freedom of move-
ment. Inadequate space may be indi-
cated by evidence of malnutrition, poor
condition, debility, stress, or abnormal
behavior patterns.

ANIMAL HEALTH AND HUSBANDRY
STANDARDS

§ 3.129 Feeding.

(a) The food shall be wholesome, pal-
atable, and free from contamination
and of sufficient quantity and nutritive
value to maintain all animals in good
health. The diet shall be prepared with
consideration for the age, species, con-
dition, size, and type of the animal.
Animals shall be fed at least once a day
except as dictated by hibernation, vet-
erinary treatment, normal fasts, or
other professionally accepted prac-
tices.

(b) Food, and food receptacles, if
used, shall be sufficient in quantity
and located so as to be accessible to all
animals in the enclosure and shall be
placed so as to minimize contamina-
tion. Food receptacles shall be kept
clean and sanitary at all times. If self-
feeders are used, adequate measures
shall be taken to prevent molding, con-
tamination, and deterioration or cak-
ing of food.

§ 3.130 Watering.

If potable water is not accessible to
the animals at all times, it must be
provided as often as necessary for the
health and comfort of the animal. Fre-
quency of watering shall consider age,
species, condition, size, and type of the
animal. All water receptacles shall be
kept clean and sanitary.

§ 3.131 Sanitation.

(a) Cleaning of enclosures. Excreta
shall be removed from primary enclo-
sures as often as necessary to prevent
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